PDU-6UK-Cl14 "ol

The PDU-6UK-Cl4 is a power distributor which can be used in a wide variety of Sound
Rack and/or Projector Pedestal applications and areas.

The PDU-6UK-Cl4 is easy to connect.

SPECIFICATIONS:
Functions

Power Input

Input Connectors
Output Connectors
IP Protection

Rack Install 19"
Dimensions
Shipping dimensions
Net weight
Shipping weight

OPTIONAL ACCESSORIES

Power Supply Distributor
AC 13A 250V VAC
Cl4
6 X 10A UK Socket
P44
U
488 x48x45mm  19,21"x1,89" x1,77"
500 x 60 x55mm 19,69"x2,36" x 2,16"
0,56 kg 1,23 Ibs
0,86 kg 1,90 Ibs

1. Projector Pedestals PAP-Series

2. Sound Racks SR-Series
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SAFETY INSTRUCTIONS

1. Do not use this equipment near water.
2.0nly clean with a dry cloth.

3. Do not block any of the ventilation
openings. Install in accordance with the
manufacturer’s instructions.

4. Do not use near heat sources such as
stoves, heat registers, radiators or other
equipment  (including amplifiers) that
produces heat.

5. Do not use the unit near open fire
sources.

6. Only connect the unit to the electric
network with grounding. Only use electric
plugs that provide grounding.

7. Protect the power cord from being
stepped on, pinched, or damaged in general.

8. Only use accessories specified by the
manufacturer.

9. Unplug the unit during lightning storms
or when unused for long periods of time.

10. Refer all servicing to qualified service
personnel. Servicing is required when the
system has been damaged in any way,
such as a damaged power supply cord or
plug, liquid has been spilled over or objects
have fallen into the unit, the unit has been
exposed to rain or moisture, the unit does
not operate normally, or has been dropped.

1. Indoor Use only.

12. WARNING - TO REDUCE THE RISK OF
FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE
THIS SYSTEM UNIT TO RAIN OR MOISTURE.
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