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The TV Desk Stand for LED/LCD TV.

SPECIFICATIONS:

Functions TV Desk Stand

TV sizes 24”-50”

Maximum TV weight 55 kg 121 lbs

Compatible VESA 
sizes

50 x 50
100x100
150x150

200x200

300x300
300x400
300x500
300x600

Dimensions 1 pcs 425 x 253 x 28 mm 16,71” x 9,96” x 1,10” 

Shipping dimensions 338 x 132 x 62 mm 13,31” x 5,20” x 2,44” 

Net weight 1 pcs 0,73 kg 1,61 lbs

Shipping weight 1,86 kg 4,10 lbs

PACKAGE CONTENTS
Bracket Stand                        2 pcs
Bracket Plank                         2 pcs
Leg                                             2 pcs
Screw M5x12                           12 pcs
Key 3 mm          1 pcs
Screw M5x20          4 pcs
Screw M6x20          4 pcs
Screw M8x20          4 pcs
Screw M6x40          4 pcs
Screw M8x40          4 pcs
Plastic sleeve          8 pcs

SAFETY INSTRUCTIONS
1. To ensure safety, please read this manual carefully before installation 

and foIlow the instructions. Store this manual in a secure place for future 
reference.

2. The manufacturer shall not be legally responsible for any equipment 
damage or personal injury caused by incorrect installation or operation other 
than that covered in this manuaI.

3. The mount is designed for easy installation and removal. The 
manufacturer shall not be liable for damage to equipment or personal 
injuries arising out of human factors or acts of nature, such as earthquake 
or typhoon.

4. It is recommended that the mount be installed by qualified personnel 
only.

5. At least two persons are needed to install or remove the product to 
avoid hazard of falling objects.

6. Please carefully inspect the area where the mount is to be installed:
- Avoid places that are subject to high temperatures, humidity or contact 
   with water.

- Do not install the product near air conditioning vents or areas with 
   excess dust and fumes.
- Only install on horizontal surfaces and avoid sloping surfaces.
- Do not install in places subject to any shock or vibration.
7. Maintain sufficient space around the display to ensure adequate 

ventilation.
8. To ensure safe installation, first check the design of the table, floor or 

other and select a secure installation location.
9. The table, floor or other must be strong enough to withstand a weight of 

at least four times that of the display and mounting together. The installation 
site must withstand earthquakes or other strong shocks.

10. Do not modify any accessories or use broken parts. Contact your dealer 
with any questions.

11. Tighten all screws (do not exert excessive force to avoid breaking the 
screw or damaging its thread).

12. As the manufacturer does not have the ability to control the type of 
table, floor or other and the installation of the mounting, the warranty of the 
product shall only cover the body of the mount.


